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An in vesti gation was conducted to examine the wear behav ior of gamma titanium aluminide (Ti-48AI-2Cr-
2Nb in atomic percent) in contact with a typica l nickel-base superalloy under repeated microscopic 
vibratory moti on in air at temperatures from 296 to 823 K. The surface damage observed on the interacting 
surfaces o f both Ti-48A I-2Cr-2Nb and superalloy consisted of fracture pits, ox ides, metallic debris, 
sc ratches, craters, plastic deformation, and cracks. The T i-48AI-2Cr-2Nb transferred to the superall oy at all 
fretting conditions and caused scuffing or galling. The increas ing rate of ox idation at elevated temperatures 
led to a drop in Ti-48A I-2Cr-2Nb wear at 473 K . Mild ox idative wear was observed at 473 K. However, 
fretting wear increased as the temperature was increased from 473 to 823 K. At 723 and 823 K, ox ide 
disrupti on generated cracks, loose wear debris, and pits on the Ti -48A I-2Cr-2Nb wear surface. Ti -48AI-
2Cr-2Nb wear generally decreased wi th increas ing fretting frequency. Both increas ing slip amplitude and 
increasing load tended to produce more metallic wear debri s, causing severe abrasive wear in the 
contac ting metals. 
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1. Introduction 
Microscopica lly small surface-parallel relati ve motion, whi ch can be vibratory or creeping, produces fresh, 
cl ean interacting surfaces and causes adhes ion and juncti on (contact area) growth in the contact zone 11 - 3] . 
The interfacial adhes ive bonds of the interacting surfaces were generall y stronger than the cohes i ve bonds 
in a cohes ively wea ker metal. A s a result of the displacement, adhering metal parti cles are produced so that 
fretting wear produced between the contacting elements is adhes i ve wear taking pl ace in a nominally static 
contact under normal load and repeated microscopic vibratory moti on [4- 8]. Progress ive frettin g produces 
galling. The metal wear particles can ox idize. These ox idi zed particles are abras ive, subsequently causing 
abras ive wear (a severe fo rm of wear) of the surfaces. The failure probability o f engine components 
abruptl y increases at thi s stage. Galling and/or abras ive wear in turn can cause premature fatigue-crack 
initiati on. Propagation of such cracks under cyc l ic loads may result in the fai lure of the component (blade 
or di sk) and convey fragments into the engine with catastrophic results. 
F relti ng fa ti gue is a very co mplex problem of signi fi ca nt interest to aircraft engine manufac turers [9- 12]. 
Frett ing failure can occur in a vari ety o f aircraft engine co mponents, such as low-pressure turbine bl ades 
and di sks [1 3- 14]. The most damaging effect o f fretting is the poss ible significant reduction in fatigue 
capability of the fretted component [8 1. It was reported that the reduction in fatigue strength ofTi -47 A I-
2Nb-2Mn with 0.8 vo l. % TiB2 by fretting was arouncl 20 N . 
Fretting failure can occur to a variety of engine components. Numerous approaches have been taken to 
address the fretting problem depending on the co mponent and operating conditi ons. The component of 
interest in thi s in vesti gation is the fan and compressor blades. M any ex isting fan ancl compressor 
components have ti ta nium all oy disks and airfoil s. A co ncern for these airfoils is the fretting in fit 
interfaces at the dovetail. Careful des ign can recluce frettin g in most cases but not completely eliminate it, 
because the airfoils frequently have a skewed (angled) bl ade-disk dovetail attachment, which leads to a 
very complex stress slate. Further, the local stress state becomes more complica ted when the inf-luence of 
metal-metal co ntact and the edge of contact is evaluated. 
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T he materi al of interest in thi s study is gamma titanium aluminide (y-TiAI). Thi s material has potentia l 
appli cati ons for low-pressure turbine bl ades. A concern for the y-T iAI blades is fretting at the dovetail 
caused by alternatin g centrifugal force and a natura l hi gh- frequency blade vibration (Fig. I ). For example, 
observa tions of service-ex posed T i-based alloy fan blade-disk couples in fan engine propu lsion systems 
revea led the presence of severe frettin g fati gue damage on the contac ti ng surfaces of blade dovetai Is and 
di sk slots riO] . 
The obj ecti ve of thi s in vesti ga tion is to study and evaluate the ex tent o f fretting damage on y-TiA I (T i-
48AI-2Cr-2Nb in atomic percent) in contact with nickel-base superall oy at temperatures from 296 to 823 K . 
Reference ex periments were also conducted with Ti -6A I-4V. Since the co ntro lling operating parameters in 
common fretting, which are the speci fi cs of the microscopi c surface-para llel motion, such as freq uency, 
amplitude and load, are not completely identified, these parameters are examined in this study. Vert ica lly 
scanning interference microscopy (non-contact optica l profil ometry) was used to evaluate surface 
characteri sti cs, such as surface topography, surface roughness, materi al transfer, and wear vo lume loss. 
Scan ning electron microscopy (SEM ) with energy dispersive spectroscopy (EDS) is used to determine the 
morphology and elemental compos ition o f fretted surfaces, materi al transfer, and wear debris. 
2. Materials 
The Ti-48AI-2Nb-2Cr specimens were determined to be of the following compositi on (in at. %): titanium, 
47.9; aluminum, 48.0; ni obium, 1.96; chromium, 1.94; carbon, 0.0 13; nitrogen, 0.0 14; and oxygen, 0. 167. 
The tensile properti es are shown in Table I . Note that the ultimate tensile strength of superalloy is greater 
than that ofTi-48AI-2Nb-2Cr by a factor of - 3.5 at room temperature and - 2 at hi gh temperature 
(- 1000 K ). 
The reference Ti -6A I-4V specimens examined were of the fo llowing nominal co mpos iti on (in wt. %): 
titanium, balance; aluminu m, 5.5-6.75; vanadium, 3.5-4.5; iron, ~M.PM; carbon, ~M.M8; nitrogen, ~M.MR; 
oxygen, ~M.2M; and hydrogen, ~l.l 15 [15] . 
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3. Expedments 
Figure 2 presents the fretting wear apparatus used in the in vesti gation. Frett ing wear experiments were 
conducted with 9.4-mm diameter hemispherica l nickel-base superalloy pins in contact with Ti -48AI-2Cr-
2Nb fl ats or with 6-mm-diameter, hemi spherica l Ti -48A I-2Cr-2Nb pins in contact wi th nickel-base 
superalloy fl ats in air at temperatures from 296 to 823 K . A ll the fl at and pin spec imens used were polished 
w ith PJ~mJdi ame ter diamond powder. Both pin and fl at surfaces were relati vely smooth, hav ing centerline-
average roughness R" in the range from 18 to 83 nm (Table 2) . T he Vickers hardness, measured at a load of 
1.0 N , for the poli shed fl at and pin specimens is also shown in Table 2. 
A ll fretting wear experiments were conducted at loads from 1.0 N to 40 N, ti-equencies of 50,80, 120, and 
160 H z, and slip amplitudes between 50 to 200 ~m for I million to 20 million cyc les. Both pin and fl at 
surfaces were rin sed with 200-proo f ethyl alcohol before installati on in the frett ing apparatus. 
T wo or three fretting experiments were conducted w ith each material couple at each frettin g conditi on. The 
data were averaged to obtain the wear vo lu me losses ofT i-48A I-2Cr-2Nb. T he wear volu me loss was 
determined by using an optica l pro fil er (noncontact, vertica l scanning, white- li ght interference 
m icroscope) . It characteri zes and quantifies surface roughness, height d istr ibuti on, and criti ca l dimensions 
(such as area and vo lume o f damage, wear scars, and topographical features). It has three-dimensional 
profi li ng capability w ith excellent prec ision and accuracy (e.g., pro fi le heights ranging from ::; 1 nm up to 
5 mm with O.I -nm height reso lution). T he shape of a surface ca n be di splayed by a co mputer-generated 
map developed from digital data deri ved from a three-dimensional interferogram of the surface. A 
computer directly processes the quantitati ve vo lume and depth of a fretted wear scar. Reference frelti ng 
w ear experiments were conducted wi th 9.4- l11m diameter hemispheri cal Ti -6AI-4V pins in contact with 
nicke l-base superalloy fl ats. 
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4. Resu l ts and Discussion 
4. I . Adhesion and M ateri al Transfer 
The surfaces of a titanium-base alloy and a superalloy resulted in a very strong interfacial ad hes ion (so lid 
state or co ld we lding) when two such materi als were brought in to co ntact under fretting. For example, 
Fig. 3 presents a SEM backsca ttered electron image and an EDS spectrum taken from the fretted surface of 
the nickel-base supera lloy pin after contact with the Ti -48A I-2Cr-2Nb fl at. C learly, Ti -48AI-2Cr-2Nb 
transferred to superalloy. The adhes i ve bonds formed at the interface of Ti-48AI-2Cr-2Nb and superall oy 
were sufficientl y strong so that the cohes ive bonds in the Ti -48AI -2Cr-2Nb were fractured because the 
ul timate tensile strength of superall oy is greater than that of Ti-48AI -2Nb-2Cr by a facto r of -3.5 at room 
temperature and -2 at high temperature (- 1000 K). The Ti -48AI-2Cr-2Nb fai led either in tear or in shear. 
T he failed T i-48AI-2Cr-2Nb subsequentl y transferred to the superall oy surface. Progress ive frett ing 
produced scuffi ng or galling (locali zed damage) . The amounts o f the transferred Ti -48AI-2Cr-2Nb ranged 
from 10 to 60 percent of the superalloy contact area at all fretting co nditions in thi s study. T he thickness of 
the transferred Ti -48AI -2Nb-2Cr ranged up to -20 f.l.In . Fi gure 4, as an example, shows optica l 
interferometry images, three-dimensional overview and front view, taken from the damaged surface of a 
ni cke l-base superalloy pin after contact with the Ti -48AI-2Cr-2Nb fl at under fretting. Clearl y the surface 
damage consisted of deposited Ti -48AI-2Cr-2Nb (materi al transfer), pits, grooves, fretting craters, and 
pl asti c deformation. The critica l dimensions (area and thickness) of transferred materi al were characteri zed 
and quanti fi ed from such optical interferometry images. 
As with the materi als pair ofTi-48AI-2Cr-2Nb and superalloy, materi al transfer was observed on the 
superalloy fl at surface after fretting aga in st the Ti -6AI-4V pin in air at 296,696 and 823 K. However, the 
degree of Ti-6A 1-4 V trans fer was remarkabl y different and greater, rangi ng from 30 to 100 percent of the 
superalloy contac t area for identica l fretting conditions. The thickness ranged up to 50 f.un . 
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4.2. W ear Behavior of Ti -48AI-2Cr-2Nb 
Figure 5 shows typica l wear scars produced on the T i-48A I-2Cr-2Nb pin and the superalloy flat with 
frettin g. B ecause of the specimen geometry a large amount of wear debris was depos i ted just outside the 
circular contact area. Pieces of the metal (both Ti -48 A I-2Cr-2Nb and superalloy) and their ox ides were torn 
out during frett in g. [t appears that the cohes ive bonds in some of the contacting area o f both metals 
fractured . SEM and EDS stud ies o f wear debris produced under frett ing veri fied the presence of metallic 
partic les o f both T i-48A I-2Cr-2Nb and superalloy. [n the central region of wear scars produced on T i-48A I-
2Cr-2Nb there was generally a large, shall ow pi t, where the Ti -48A I-2Cr-2Nb had torn out or sheared off 
and subsequently transferred to superalloy. The central regions of wear scars produced on T i-48A I-2Cr-
2Nb and on superalloy were morphologica ll y simil ar (Fig. 5), genera ll y hav ing wear debris, scratches, 
plastica ll y deformed asperi ties, and cracks. 
Figure 6 shows examp les o f surface damages : metall ic wear debri s of T i-48A I-2Cr-2Nb and superalloy, 
ox ides and their debris, scratches (grooves), craters, plastica lly deformed asperi ties, and cracks. The 
scratches (F ig. 6(a)) can be caused by hard protuberance (asperi ties) on the superalloy surface (two- body 
cond i ti ons) or by wear parti cle between the surfaces ( three-body cond i tions) . Abras ion is a severe form of 
wear. The hard asperities and trapped wear part icles plow or cut the T i-48A I-2Cr-2Nb surface. T he trapped 
wear part icles have a scratching effect on both sur faces. Figure 7 shows an example of large, deep grooves 
where the wear debris part icles have scratched the T i-48A I-2Cr-2Nb surface in the sli p d irection under 
frett ing at a sl ip amplitude of 200)..tm and a temperature o f 296 K . The vo lume loss of thi s part icular T i-
48AI-2Cr-2Nb wear scar ca lcul ated from the three-d imensional image was 4.8x I 06 )..tm3 
Because the hard asperiti es and trapped wear parti cles carry part of the load, they cause concentrated 
pressure peaks on both sur faces. T he pressure peaks may well be the origin of crack nucl ea tion in the ox ide 
layers and the bulk alloys. T here are two types o f cracks observed on the wear surface ofT i-48A I-2Cr-2Nb: 
cracks in ox ide layers and cracks in bul k T i-48A I-2Cr-2Nb. 
6 
Oxide layers readil y form on the Ti -48A I-2Cr-2Nb surface at 823 K and are often a favo rable so luti on to 
wear problems. However, if the bu lk Ti-48A I-2Cr-2Nb is not hard enough to carry the load, it will deform 
plasti ca ll y or elasti ca ll y under frett ing contact. With T i-48A I-2Cr-2Nb, cracks occurred in the ox ide layer 
both within and around the contact areas (Fig. 6(b)). 
Fractures in the protecti ve ox ide layers produced cracks in the bu lk Ti -48A I-2Cr-2Nb (Fi g. 6(c)) and also 
produced wear debris; chemically acti ve, fresh surfaces; pl asti c deformati on; craters; and fracture pits 
(Fig. 6(d)) . T he wear debri s caused third -body abras ive wear (Fig. 6(a)). Local, direct contacts between the 
fresh surfaces ofTi -48AI-2Cr-2Nb and superalloy resulted in increased adhes ion and loca l stresses, which 
may cause pl asti c deformation, fl ake- li ke wear debr is, craters, and fracture pi ts (e.g., fracture pits in the Ti -
48AI-2Cr-2Nb shown in F ig. 6(d)) . 
Cross sections of a wear scar on T i-48A I-2Cr-2Nb revealed subsurface cracking and craters. For example, 
Fig. 8 shows propaga tion o f subsurface cracki ng, nucleation of small cracks, fo rmati on of a large crater, 
and generation of debris. Cracks are transgranular and have no preference to the microstructure. 
4.3. W ear Behavior o f Nickel-Base Superalloy 
Figure 9 shows examples o f surface damage produced on superall oy: metal I ic wear debr is of superall oy and 
T i-48 AI -2Cr-2Nb, ox ides, scrarches (grooves), small craters, plasti ca ll y deformed asperities, and cracks, all 
o f which are simi lar to those observed on T i-48AI-2Cr-2Nb. The scratches (Fig. 9 (a)) ca n be caused by 
hard, ox idized wear parti c les of superalloy and Ti -48AI-2Cr-2Nb, which are trapped between the 
interac ting surfaces or are adhered to or embedded in the counterpart Ti -48A I-2Cr-2Nb surface. [n Fig. 9 
(a) scratches, craters, and fracture pits were produced by abras ion, a severe form o f wear. T he trapped wear 
partic les and the adhered (or embedded) wear parti c les plow or cut the superalloy surface. The trapped 
wear part icles have a scratchi ng effect on both sur faces; and because they carry part of the load, they cause 
concentrated pressure peaks on both surfaces. The pressure peaks may we ll be the ori gin of crack 
nuclea tion in the ox ide layers and the bulk all oys. 
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Oxide layers readily form on the superalloy surfaces at 823 K and are often a favorable so lu ti on to wear 
problems. However, cracks occurred in the ox ide layers both within and around the contact areas, as shown 
in Fig. 9(b). 
Fractures in the protecti ve ox ide layers produced cracks in the bu lk superalloy (Fi g. 9 (c)) and also 
produced wear debri s, chemica ll y acti ve fresh surfaces, plasti c deformation, craters, and fracture pits (Fig. 
9(d)) . Thi s wear debris can cause third -body abras ive wear. Local, direct contacts between the fresh 
surfaces o f T i-48AI -2Cr-2Nb and superalloy resulted in increased adhes ion and local stresses, which may 
cause pl asti c deformation, fl akelike wear debri s, craters,. and fracture pits. 
4.4. Parameters that Influence Wear Loss of Ti-48AI-2Cr-2Nb 
Temperature inf"luences the adhes ion, deformation, and fracture behaviors of contacting materi als in 
relati ve motion. It is known that temperature interacts with the fretti ng process in two ways: first, the rate 
of ox idati on or corros ion increases with temperature; and second, the mechanica l properti es, such as 
hardness, of the materials are also temperature dependent [7]. Fi gure 10 presents the wear vo lume loss 
meas ured by optica l interferometry as a function of temperature for T i-48AI-2Cr-2Nb in contact with 
superalloy. A lso, SEM images and EDS spectra were taken from the fretted T i-48 AI-2Cr-2Nb surfaces. T he 
wear vo lume loss dropped to a low va lue at 473 K. The worn surface at 473 K was predominantly ox ide 
and relati ve ly smooth . A protecti ve ox ide fi lm prevented direct metal-to-meta l co ntact and ensured, in 
effec t, th at a mild ox idati ve wear regime prevailed. However, fretting wear increased as the temperature 
was increased from 473 to 823 K. The hi gher temperatures of 723 and 823 K resulted in ox ide fi lm 
disrupti on with crack generation, loose wear debris, and pitting o f the Ti -48A I-2Cr-2Nb wear surface. 
Figure II shows the wear vo lume loss measured by the optical inter ferometer as a function of fretting 
frequency for T i-48AI-2Cr-2Nb in contact with superall oy at different temperatu res of 296 and 823 K, at a 
load of 30 N, with consta nt sl ip ampli tude of 50 11m, and for a constant fretting duration of I million cycles. 
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The results indicate that fretting frequencies influence the vo lume loss ofTi -48AI-2Cr-2Nb. A lthough there 
were so me excepti ons, the wear vo lume loss generall y decreased with increas ing frelling frequency. A 
reasonable amount of material transfer from the Ti-48A I-2Cr-2Nb specimen to the superall oy specimen 
was observed at all frequencies . At lowest frequency of 50 Hz remarkable plas ti c deformati on (grooving) 
and sur face roughing in the Ti-48AI -2Cr-2Nb wear scar were observed. At hi gh frequencies wear scars 
were noti ceab ly smooth with bulk cracks in the Ti-48AI-2Cr-2Nb surface. 
Figure 12 shows the wear vo lume loss measured by optica l interferometry as a function of sli p amp litude 
for Ti -48AI-2Cr-2Nb in contact wi th superalloy. The fretting wear vo lume loss increased as the slip 
amplitude increased. Increases in slip amp li tude tend to produce more meta llic wear debri s, causing severe 
abras ive wear in the contacting metals. 
Figure 13 shows the wear vo lume loss as a functi on of load for Ti-48AI -2Cr-2Nb in contact with superalloy 
at a temperature of 823 K, a fretti ng frequency of 80 Hz, and a slip amplitude of 50 ~m for I mi II ion 
cyc les. The fretting wear vo lume loss generall y increased as the load increased, generatin g more metallic 
wear debris in the contact area, the prime cause of the abras ive wear in both Ti -48A I-2Cr-2Nb and 
superall oy. 
50 Summary and Concluding Rema.oks 
The fretti ng wear behav ior of y-T iAI (Ti-48AI-2Cr-2Nb) in contact with a typica l ni ckel-base superalloy in 
air at temperature of 296 to 823 K was examined with the foll owing results: 
I . The interfac ial adhes ive bonds between Ti-48AI-2Cr-2Nb and superall oy were generall y stronger than 
the cohes ive bonds within Ti -48A I-2Cr-2Nb. The fa iled Ti -48AI -2Cr-2Nb subsequentl y transferred to 
the superalloy and caused scuffing or galling. 
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2. Ti -6AI -4V transfer was observed on the superalloy as w ith the materi als pair ofTi -48AI -2Cr-2Nb and 
superalloy. However, the degree of Ti-6AI -4 V transfer was greater. 
3. The wear scars produced on T i-48A I-2Cr-2Nb contained metallic and ox ide wear debri s, scratches, 
plastica lly deformed asperities, cracks, and fracture pits. 
4. The wear damage of superalloy was analogous to that ofTi-48AI-2Cr-2Nb. The wear scars produced on 
superalloy contained transferred Ti -48 A I-2Cr-2Nb, metallic and ox ide wear debri s, scratches, pl asti ca ll y 
deformed asperiti es, cracks, and Fracture pits. 
5. The ox idati on rate ofTi -48A I-2Cr-2Nb generall y increased w ith increas ing temperature. A lthough 
ox ide layers readil y formed on the Ti -48AI-2Cr-2Nb surface at all temperatures, cracking read il y 
occurred in the ox ide layers both within and around the contact areas. 
6. Compared with the wear vo lume loss of Ti -48AI-2Cr-2Nb at 296 K, it dropped to a lower va lue at 473 
K, that is, the increas ing rate of ox idation at elevated temperatures to 473 K led to the drop in wear 
vo lume loss. Mild ox idati ve wear was observed at 473 K . However, the wear vo lume loss increased 
with increas ing temperature in the range from 473 to 823 K. The higher temperatures of 723 and 823 
resulted in ox ide Fi lm di srupti on with crack generati on, loose wear debri s, and pitting of the Ti -48AI -
2Cr-2Nb wear surface. 
7. The wear vo lume loss of Ti -48A I-2Cr-2N b generally decreased w i th increas ing fretting frequency. 
However, it increased with increas ing slip amplitude. and increased with increas ing load. B oth 
increas ing sli p ampli tude and increas ing load tended to produce more metallic wear debri s, causing 
severe abras i ve wear in the contacti ng metals. 
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Table I.-Tensile Properties ofTi-48A I-2Cr-2Nb 
Temperature, Mod ulus, Ultimate Tens il e Strength , 
K OPa MPa 
293 170 4 10 
923 140 460 
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Table 2.-Surface Roughness and V ickers Hardness of Specimens 
Specimen A verage roughness, RH, nm Hardness, H" (load, I N), 
GPa 
M ean Standard deviation M ean Standard deviation 
Ti -48AI -2Cr-2Nb pin 42 7.1 4. 12 0.42 
Nickel-base superalloy pin 40 8.9 5.52 0.44 
T i-6AI-4V pin 83 2.0 3.85 0.092 
T i-48A I-2Cr-2Nb fl at 35 3.3 3.78 0.57 
Nickel-base superall oy fl at 18 7.2 4.78 0. 2 1 
-
14 
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Fi g. 7 Optica l interferometry three-dimensional image of damaged surface of Ti -48AI -2Cr-2Nb fl at 
fretted against nickel-base superall oy pin, showing severe abras ive wear. Fretting conditions: load, 30 
N ; frequency, 50 Hz; slip amp lilude, 200 !.lIll ; number o f fretting cycles, I mi l lion; environment, air; 
and temperature, 296 K . 
Fig. 8 Cross-section v iew of wear scar on Ti -48A I-2Cr-2Nb fl at in contact with superal loy pin . (a) 
Overview. (b) Crack growth . Frettin g conditions: load, 30 N ; frequency, 80 Hz; sl ip amplitude, 70 ~m ; 
number of frett ing cyc les, 20 mill ion; environment, air; and temperature, 823 K. 
Fi g. 9 Su rface and subsurface damage in superalloy pin in contact with Ti -48A I-2Cr-2Nb fl at. (a) 
Scratches. (b) Cracks in ox ide layers. (c) Cracks in metal. (d) Fracture pi ts and plastic deformati on. 
Fretting conditions: load, I N ; f requency, 80 Hz; sl ip amplitude, 50 ~m ; number o f fretting cyc les, 1 
million; environment, air; and temperature, 823 K. 
Fig. 10 Wear vo lume loss of Ti -48A I-2Cr-2Nb fl at in contact with superalloy pin as function of 
fretti ng temperature. Fretting conditi ons: load, 30 N ; fretting frequencies, 50, 80, 120, and 160 Hz; slip 
amplitude, 50 ~m ; number of fretting cycles, 1 million; and environment, air. 
Fig. I I Wear vo lume loss of T i-48AI-2Cr-2Nb fl at in contact with superal loy pin as function of 
fretting frequency. Fretting conditions: load, 30 N ; slip amplitude, 50 ~m ; number of fretting cycles, 1 
mi ll ion; environment, air; and temperatureF .2.16 4 Yl.4 
Fi g. 12 Wear vo lume loss ofTi -48AI -2Cr-2Nb fl at in contact with superalloy pin as functi on of slip 
amp l itude. Frettin g conditions: load, 30 N ; frequency, 50 Hz; number offretting cycles, I mi ll ion; 
environment, air; and temperatures, 296 and 823 K. 
15 
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Figure Legends 
Fi g. I Fan and compressor bl ade dovetail displ acements 
Fi g. 2 Fretti ng apparatus 
Fig. 3 Wear scar on nickel-base superalloy pin fretted against T i-48AI-2Cr-2Nb fl at. (a) SEM 
backscattered electron image. (b) X -ray energy spectrum with EDS. Frettin g conditions: load, 1.5 N ; 
frequency, 80 Hz; slip amplitude, 50 ~m ; number of fretting cyc les, I million; environment, air; and 
temperature, 823 K. 
Fig. 4 Optica l interferometry i mages of damaged surface of nickel-base superall oy pin fretted against 
Ti -48AI-2Cr-2Nb fl at. (a) Three-dimensional view. (b) Side view. V olume of material transferred, 
1.35x 105 ~mP Fretting co nditi ons: load, 30 N; f requency, 50 Hz; slip amplitude, 150 ~m ; number of 
fretting cyc les, I million; environment, air; and temperature, 823 K. 
Fig. 5 Wear scars (a) on Ti-48AI -2Cr-2Nb pin and (b) on superalloy fl at. Fretting conditions: load, I 
N; frequency, 80 Hz; slip amplitude, 50 ~m ; number of fretting cyc les, I milli on; environment, air; and 
temperature, 823 K. 
Fig. 6 Surface and subsurface damage in Ti-48A I-2Cr-2Nb fl at in contact with superalloy pin . (a) 
Scratches. (b) Cracks in ox ide layers. (c) Cracks in metal. (d) Fracture pits and plastic deformation. 
Fretting conditions: load, I N; frequency, 80 Hz; slip amplitude and number of fretting cyc les, (a) 50 
~m and I million, (b) 60 ~m and 10 million, (c) 50 ~m and I million, (d) 70 ~m and 20 million; 
environment, air; and temperature, 823 K. 
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Fig. 7 Optica l interferometry three-dimensional image of damaged surface ofTi -48AI-2Cr-2Nb fl at 
fretted against nickel-base superalloy pin, showing severe abras ive wear. Fretting conditions: load, 30 
N ; frequency, 50 Hz; slip amplitude, 200 /-1m; number of fretting cyc les, I mil l ion; environment, air; 
and temperature, 296 K . 
F ig. 8 Cross-sec tion view of wear scar on T i-48AI-2Cr-2N b fl at in contact with superalloy pin . (a) 
Overview. (b) Crack growth . Fretting conditions: load, 30 N; frequency, 80 Hz; slip amplitude, 70 /-1m ; 
number offretting cyc les, 20 mi llion; environment, air; and temperature, 823 K. 
Fig. 9 Surface and subsurface damage in superal loy pin in contact w ith Ti -48AI-2Cr-2Nb fl at. (a) 
Scratches. (b) Cracks in ox ide layers. (c) Cracks in metal. (d) Fracture pits and plasti c deformati on. 
Fretting conditi ons: load, I N ; frequency, 80 Hz; slip amplitude, 50 /-1m; number of fretting cyc les, I 
milli on; environment, air; and temperature, 823 K. 
Fig. 10 Wear vo lume loss ofTi-48AI-2Cr-2Nb fl at in contact with superalloy pin as function of 
fretting temperature. Fretting conditi ons: load, 30 N ; fretting frequencies, 50, 80, 120, and 160 Hz; slip 
amplitude, 50 /-1m; number of fretting cyc les, I milli on; and environment, air. 
Fig. II Wear vo lume loss of Ti -48AI-2Cr-2Nb f lal in contac t with superalloy pin as function of 
fretting frequency. Fretting conditions: load, 30 N ; slip amplitude, 50 /-1m; number of fretting cyc les, 
million; environment, air; and temperature, 296 and 823 K. 
Fig. 12 Wear vo lume loss ofT i-48AI-2Cr-2Nb fl at in contact with superalloy pin as function of slip 
amplitude. Fretting conditions: load, 30 N ; frequency, 50 Hz; number of fretting cyc les, I mil li on; 
environment, air; and temperatures, 296 and 823 K. 
16 
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Fi g. 13 W ear vo lume loss of T i-48A I-2Cr-2Nb fl at in contac t with superalloy pin as functi on of load. 
Frettin g conditi ons: frequency, 80 Hz; slip amplitude, 50 11m; number of fretting cycles, I million; 
environment, air; and temperature, 823 K. 
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E-13408 Miyoshi 9pt/1 00% nm from CD-02-81976 
Centrifugal blade load 
LI ~ Blade ~vibration 
oimslot~ dismlaceme~ q 
Figure 1 
• Fretting wear between blade "root" and disk 
dovetail can cause: 
- Fatigue cracks 
- Blade loosening and vibration 
- Loss of fit and imbalance 
• Microsliding (fretting) caused by: 
- Blade vibrations (high cycle phenomena) 
- Thermal/centrifugal expansion/contraction 
(low cycle phenomena) 
• Ti alloys typically used in this application 
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